
Function:

The NTC-X9-HFX is a high frequency transmitter. It
has one analog input and a square wave output. The
output frequency is adjustable from 0-1KHz to 0-
100KHz for 0-100% of input signal. The output
frequency is linear with respect to the input signal.

Calibration:

The unit comes factory pre-calibrated. Re-calibration
is possible using the input zero & span potentiometers.
This allows the unit to be calibrated for specific
frequency ranges.

Standard Features:

DIN-Rail Mount (small size)

Industry Standard Inputs: 4-20 mA, 1-5 VDC, and
more (see back)

Easily Adjustable Output Frequency

24VDC Square Wave Output

Two Wire Supply for Two Wire Transmitters

Power: 24 VDC

High Noise Rejection

Specifications:

Accuracy/Linearity:+/- 0.3% max., +/- 0.1% typ.
Operating Temperature: -40 Deg.C. to +50 Deg.C.
Temperature Effects: +/-0.5% max., +/-0.2% typ.

(for 40 Deg.C. change)

Model: NTC-X9-HFX

Non-Isolated High Frequency Transmitter
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Options:
None available at this time

Model Designation:

NTC-X9-HFX

1: 1-5 mA (Zin=1K Ohm)
2: 4-20 mA(Zin=250 Ohm)
3: 0-1mA (Zin=5K Ohm)
4: 10-50 mA (Zin=100 Ohm)
5: 1-5 VDC (Zin=1Meg Ohm)
6: 0-10 VDC (Zin=1Meg Ohm)
7: Special Input

Input

Example:

(Add letters to end of Model Number)

Frequency Transmitter with 4-20 mA Input and
2KHz output is designated by: NTC-29-HF2

NTC-X9-HFX

Connection:

Manufactured By:

1: 0-1KHz
2: 0-2KHz
3: 0-5KHz
4: 0-10KHz
5: 0-50KHz
6: 0-100KHz
7: Special Frequency

Frequency Output

Dimensions: Connection:
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